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MULTI
INDEPENDENT PARKING SYSTEM

The MODULO MULTI system is an ideal solu�on for �ght 
urban development, where the ambient condi�ons do not 
allow for the construc�on of a standard or underground 
parking lot. The number of parking spaces and their 
configura�on can be adjusted to individual customer 
needs each �me. The system can be expanded ver�cally 
and horizontally, which allows you to park up to six 
vehicles on one tradi�onal site. Another advantage of the 
system is very quiet opera�on which gives the possibility 
of using it inside a residen�al building.

MODULO MULTI 
3 cars in column example

MODULO MULTI 
5 cars in column example



2

Each construc�on dimension provided in the tables is the smallest as-finished dimension. Tolerance for 
construc�on dimensions is +30/0. The dimensions are given in millimetres. Parking capabili�es:

- Pla�orm on LEVEL 0 (car types: sedan, hatchback, sta�on wagon, SUV)
- Pla�orm on LEVEL 1 or higher (car types: sedan, hatchback, sta�on wagon)

Size of
the car

Power of the 
li�ing system

Power of the 
mo�on system

Weight

Depends on the number 
of parking pla�orms 

in one device 
Speed

How it works:
1. Every pla�orm at the highest level, moved on ropes in the 

ver�cal axis by opera�on of hydraulic cylinders, fueled by 
energy of oil pressure.

2. Pla�orms from LEVEL 0 to penul�mate moveable on ropes 
in ver�cal axis by opera�on of hydraulic cylinders, energy-
fed oil pressure, and horizontally moved electric motors

3. Pla�orms on LEVEL 0 moved only horizontally by electric 
motors.

4. The driver enters and leaves the car. Then the pla�orm 
with the car is pulled into its posi�on.

TECHNICAL DATA

Corrosion protec�on:
The steel structure is protected against corrosion by design. Corrosion protec�on class C3 (medium) as per PN-EN ISO 12944-
2 has been adopted, annual loss of zinc coa�ng in this class amounts to 0.7÷2.1 µm.

Ambient condi�ons: 
Temperature range: -15°C ÷ +40°C (op�onal range: from -30°C or up to +50°C). Opera�ng �me of the car park is longer in 
lower temperatures or in case of longer hydraulic lines. Rela�ve air humidity in the maximum opera�ng temperature is 50%.

Power supply / earth connec�on: 
The customer is the party responsible for providing the control cabinet and the opera�ng panel with power supply during 
installa�on. Cross-sec�ons of wires are adjusted to the power of the devices. It is necessary to install an earthing installa�on for 
the device.

Total installed power = 4 kW
Rated voltage: Un=230/400V AC, f=50 Hz
Control voltage: Un=24V DC oraz 230V AC f=50Hz

Control from a control panel mounted on the structure.

Addi�onal informa�ons: 
The en�re side (width-wise) of the car park has to be adjacent to an access lane (traffic lane compliant with local regula�ons). 
The system we are offering has been developed in accordance with PN-EN ISO 14010 and the 2006/42/EC Machinery 
Direc�ve; it is CE-cer�fied.

1550 mm
(2050 mm/LEVEL 0)

Power supply
3-phase power supply 

400 V, 50 Hz
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SIZE OF THE CAR PARK INCLUDING THE DRIVEWAY
MAXIMUM CAR DIMENSIONS - SUVS

MAXIMUM CAR DIMENSIONS - STATION WAGONS

12500

MAXIMUM CAR DIMENSIONS - SEDANS

ATTENTION!
Do not exceed the specified access 

angle. Non-compliance with this note 
can result in car damage for which 
the manufacturer shall not be held 

liable.

MAXIMUM GRADIENT 
OF DOWNSLOPE 
DRIVEWAY  3%

MAXIMUM GRADIENT 
OF UPSLOPE 
DRIVEWAY  5%

DIMENSIONS OF DRIVEWAYS / RAMPS

DRIVEWAY 
ACCESS LANE
traffic lane compliant 
with local regula�ons
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WORKING PRINCIPLE OF THE MODULO MULTI FOR 9 CAR PARK EXAMPLE

In this type of car park, one space must be le� empty at all �mes. This empty space enables the pla�orms to 
move on level 0 in order to lower pla�orms from level 1. Only one car at a �me can be driven out of a car 
park of this type.

Suppose that we want to drive out car no. 5. Select the desired parking space number on the control panel.

The control system will actuate rightward movement of pla�orms 6 and 8. In this way an empty space 
beneath the pla�orm bearing car no. 5 is created.

The pla�orm bearing car no. 5 is lowered to level 0. The car user can safely enter their car and drive out. 
Then the pla�orms return to the star�ng posi�on.
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MODULO MULTI 
for 18 cars example
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MODULO MULTI 
for 10 cars example



MODULO MULTI 
for 25 cars example
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MODULO MULTI 
for 9 cars example
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To download technical sheets and catalog in electronic version and 
.dwg files for each of our products, please visit our website

www.moduloparking.com/en/files-to-download

Photos from our projects are available at:

www.moduloparking.com/en/our-realisa�ons

Find us on Facebook!

B
Find out more about our Modulo Parking 
Systems on our blog:

moduloparking.com/en/blog

Contact us:
tel. (+48) 52 326 70 71

office@moduloparking.com 
www.moduloparking.com
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